
SK-04816

FLAG MOUNT TO PANEL

Questions?  Call 800-228-8925

* Peferred Mounting *

1/4-20 machine
screw full thread

Column cladding panel

* Do not oversize hole *

Wellnut W1420

1/4" split lock washer

Drill 1/2" diameter hole

1/4" flat washer

Flag sign supplied
by others

Flags are installed after
column cladding is in place

Flat

washer

1/4-20 machine

washer

Lock

Panel

Well nut

screw

Flag
sign

Flag Mount To Panel   * preferred mounting *

Questions?  Call 800-228-8925

Flags are installed after column cladding is in place.

SK-04816



Panel

Trim cap

Flag sign

Flat washer

#8 x 1.50
screw

Drill #24 (.152) thru
both walls for #8 screw

CL

screw

trim cap
Column cladding

by others
Flag sign supplied

#8 x 1.50

Flat washer

SK-04816

FLAG MOUNT TO SEAM

Questions?  Call 800-228-8925

Flags are installed after
column cladding is in place

* Alternate Mounting *
Use when the prefered

mounting is not suitable.

Flag Mount To Seam

Questions?  Call 800-228-8925

* alternate mounting *
use when the preferred 

mounting is not suitable.

SK-04816

Flags are installed after 
column cladding is in place.


